
Ground
I/O pin names

Power distribution
External power input

ADC channels
Comparator

EUSART

     
MSSP (SPI and I2C)

Interrupts

* Function can only be used if bootloader is erased.

LEDs

PWM outputs

Other functions

RC7
RC6
RC2
RC1
RC0
RA5

RA3
RA2
RA1

AN19
AN18
AN14

RB0
RB1
RB2
RB3
RB4
RB5
GND
VIN
VDD
RE3*

AN12SDI / SDA

AN10SCK / SCL

AN9SDO
AN8

C12IN3−

C12IN2−

INT0
INT1
INT2

RA4

USB Micro-B

VDD

AN13
AN11

MCLR

GND
RB7
RB6

PGD
PGC

IOCB4
IOCB5 T1G / T3CKI*

SRI

CTED1
CTED2

FLT0
P1C

CCP2*
P1B

P1D

Green LED
Yellow LED

IOCB7
IOCB6 Bootload

AN3
AN2
AN1

AN4

RX / DT
TX / CK
CCP1 / P1A
CCP2

T1CKI / T3CKI / T3G
C2OUT

C1IN+
C2IN+
C12IN1−

C1OUT

SDO*
Red LED

SS

VREF+
VREF−

CTPLS
SOSCI
SOSCO
SRNQ

DACOUT
CTCMP

SRQ

IOCC7
IOCC6
IOCC2
IOCC1
IOCC0

HLVDIN
T0CKI

RA0
VB

AN0 C12IN0−

USB power sense signal, 
connected to RA0 by default.
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4
5

Pull-ups available on Port B and MCLR.i
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